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Coax Limiters

Model Frequency range
(MHz min/max)

Peak power (W) 
(Normal/Overload)

Duty 
cycle

Pulsewidth
(μSec max)

Insertion loss 
(dB max)

Flat power
(mW max)

Spike power 
(mW max)

Recovery time
(μSec max)

VLL1782 350
390 32 CW CW 1.2 10 75 2

VLL1710 400
450

160
1600

0.25 1000 0.5 30 100 2

VLL1624 406
450 3000 0.06 250 0.4 200 700 10

VLL1786 1170
1400

500
5000

0.10 100 1.0 50 100 1

VLL1765 1250
1350

700
1000

0.04 110 0.5 50 200 5

VLL1032 1250
1350 100000 0.001 2 0.6 1000 10000 5

VLL1025 1250
1350 1000 0.002 5 0.3 100 2000 15

VLL1521 1250
1350 1000 0.10 100 0.5 35 150 5

VLL1592 1200
1400

600
3000 0.10 80 0.4 35 50 0.5

VLL1753 1200
1400

500
2000 0.05 8 1.0 65 1000 1

VLS1595 3000
3400 850 0.2 650 0.5 30 100 2

VLS1628 2700
2900 1000 0.10 100 0.5 35 150 5

VLS1684 3100
3500 3000 0.05 15 0.8 50 3000 3

VLS1794 3000
3400 50 0.25 1250 0.75 100 1000 0.1


